City of Berea Digital Submittal Requirements
(May 11, 2006)

No preliminary plat, major final plat nor minor final plat will be approved unless a digital copy has been submitted to the appropriate office with the following specifications:
All submittals shall be oriented to NAD83 Kentucky State Plane South Zone (U.S. Survey Feet) coordinate system.  Consultants that are unable to orient their digital file to this coordinate system may fulfill this requirement by making an appointment to meet with staff from the appropriate office on site.  The consultant shall bring a paper copy of the plat to this appointment and lead the staff member to a minimum of two points at which that staff member can then collect GPS coordinate values.
Preliminary Plats shall contain a minimum of the following layers** both thawed and turned on:



 
Boundaries




Street Centerlines




Addresses




Lot Numbers




Street Names

Digital submittals at the preliminary plat stage would provide for the necessary mapping for our emergency services’ CAD system.

Major Final Plats shall contain a minimum of the following layers** both thawed and turned on:


 

Boundaries




Boundary Labels




Street Centerlines




Boundary Monuments





Addresses




Lot Numbers




Street Names




PLUS all other layers so as to include anything shown on final recorded plat and all improvements AS BUILT.  Those improvements would include such things as roads, sanitary sewer, storm sewer, water lines, fire hydrants, etc.
Each type of subject matter (e.g. boundaries, street names, water lines, fire hydrants, etc) shall be contained in a separate and uniquely named layer.  A text document explaining the content of each layer shall accompany the digital submittal IF the type of content is not obvious by the layer name. For example, if the boundary lines are contained in a layer named “bndy” or “boundary” then the text document is not needed.  However, should the boundary lines be contained in a layer named “1” then a text document would be needed.
Minor Final Plats shall contain a minimum of the following layers** both thawed and turned on:


 

Boundaries




Boundary Labels




Street Centerlines




Boundary Monuments





Addresses




Lot Numbers




Street Names

